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��	
��
� : Tools needed for assemble: 

1. 1.5mm ���  (2 � )  1.5mm Hexagon Screw Driver (2 pcs) 
2. ����   Small Phillips head screw driver  
3. ���   needle-nose pliers 
4. ��   scissor 
5. ��   calipers 
6. ��  (� ! )  Silicon lubricant 
7. CA ("#$ , AA $ )  CA  
8. $%   Adhesive tape 
9. &'$   Loctite 



J-TEAM R/C Models  

��������� � ���� �

 
�  3 �  

 
 
 
()*+,-./0123 4  

Install the main rotor hub pin 

into main rotor hub 
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�  pitch slider ���� ���	
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�� !  pitch "#$% �  

 
Install the pitch slider 

into the main rotor hub, 

Silicon lubricant is 

require to keep this part 

smooth.. 

Note: replace lubricant 

when needed, else there 

may be pitch problem. 
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Install the stop 

plate into the main 

rotor hub 

 



J-TEAM R/C Models  

��������� � ���� �

 
�  6 �  

 

 

 

8/)* 4  

Install the spindle shaft through the main rotor hub 

pin 
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./  O-Ring, 9: ; O-Ring; 	<
=./012>? @ABCD/� 
�@E�FG5. 4  
Install one O-ring into each side. 

Note: O-ring must be completely installed into the 

main rotor hub. Silicon lubricant is suggested for 

easier installation  
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5.  bearing
H 3x6x2.5IJ  mixer 
�3 4  

Install bearing
H 3x6x2.5I into the 
mixer.
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5.  bearing 
(2x5x2.5) J  
mixer arm �
34  
Install bearing 
(2x5x2.5) into 
mixer arm 
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KLM8N&'OP
Q4  
Install the bushing and the 

mixer arm by screw.
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mixer �� �  
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Install mixer arm 
on the mixer. 
Note: mixer arm 
should swing 
smoothing. 
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(  mixer 5N  pitch slider �N 4  
Install mixer onto the pitch slider. 

Note: Direction of the mixer should be same as photo 
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5NRS  mixer@TKLM5
N&' 4  
 

Install the mixer side by side and lock by 

screws according to the photo
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KLM8N&' @9:5.U  mixer 
V	WXYZ[� 4  
 

According to the photo, lock screws on the mixer. 

Note: the mixer should swing smoothly. 
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J\]^  (Paddle 
Control Frame) 
N5.  collar, 9
:C_	`a�
b4  
Install the collar into the 

paddle control frame. 

Lock collars lightly with 

set screw 
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�����  

(Flybar) �	
�

�
 Flybar ���

��  74mm
  
Install the fly 

with the main 

rotor and paddle 

control frame. 

Length of both 

side of the 

flybar must be 

same( approx. 

length = 74mm) 
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(c25N0de 4  
9:Lfghij&' 4  
 
Install linkage ball into blade grips. 

Note: The screws used must same as photo one 



J-TEAM R/C Models  

��������� � ���� �

 
�  18 �  

 

(RS0de
5.k)*�
N@lD� 
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Install both main 

blade grips onto the 

spindle shaft. 

Note: Lubricant is 

required.
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&�'()*+,-. /

012 �3 45��	


�6, /07 �  
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Lock hex screws onto both 

side of the spindle shaft. 

Loctite is needed. 

Safety: Check tightness of 

blade grips before each 

flight to prevent accident.
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KLM5NR�mn 4  
 

According to the photo, install two ball 

linkage
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5N0* @9:0*oNp�q @r�sS
jtuv 4  
Install the main shaft into the main rotor hub. 
Note: The pin hole closer to the end of the shaft 
is the bottom. 
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Install the pin to fix the position



J-TEAM R/C Models  

��������� � ���� �

 
�  23 �  

 

 

 

KLM5.  xymn 4  
 
Install the O-size pushrod. 

Note: O-size pushrod has direction, ball linkage cannot 

be installed successfully if in wrong direction 
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9:Lfghij &
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Install linkage ball into upper 

part of swash plate. 

Note: Loctite is needed. Must 

use the same screws as photo.
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J��^N5Nc2 4  
9:Lfghij&' @OD
Nz'$ 4  
 
Install the ball linkage into the 
lower part of the swash plate. 
Note: Loctite is needed. Must use the same 

screws as photo. 
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{LgM5.��^ 4  
Install the swash plate through the main 
shaft as photo. 
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5.  collar. 
 
Install collar
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KLM|.m
n@}~t  45mm 
 
Adjust the length of ball 

linkage to 45mm as 

photo.
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(R�mnKLM5N 4  
 
Install the previous ball linkage like the 

photo. And connect the O-ring linkage with 

swash plate and swash plate.
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Main rotor has been completed as photo.
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&�  FGH  *+I�1

JKL �  

Install paddle on the 

flybar. Balance the 

length of flybar and 

adjust the angle of 

paddle until parallel 

to the paddle control 

frame. Finally, lock 

them by set screw.
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5.ƒ„… 4  
 
Install tail pulley 
set into the tail 
rotor shaft 
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8†ƒ)* @T5
N+,w 4  
 
Fix the position of 
the pulley by 
installing the small 
pin.
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Completed photo 
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(  bearing 
(3x6x2.5) 5
kƒ‡ˆ�
34  
 
Install bearing 

(3x6x2.5) into the 

tail gearbox.
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Install the tail rotor 

shaft with tail gearbox
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(  bearing 
(2x5x2.5, R‰ ) 
5kƒ  L-Š  N4  
 
Install two bearings 

(2x5x2.5) into the 

L-shape arm
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{LM5
Nc2 4  
 
Install ball 

linkage as 

photo
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8N&'OPQ 4  
 
Install the L-shape arm 

with bushing on the tail 

gearbox.
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(  L-Š  5kƒ‡ˆN @T5Nƒ
‹Œ •Žv- 4  
9: ; L-Š5.U•	• [� 4  
 
After installation of L-shape arm, the arm should 

move smoothly. Continue to install the tail pitch 

slider
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9:5.U•	{LgM 4‘’
“]•	”•• [� 4l–•
	D/� � 4  
After installation, lubricant 
should add in the red circle area 
to keep that part smooth. 
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Install the tail rotor head with set screw. 

Note: locktite is needed.
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(˜™O  bearing 
(2x5x2.5) .šƒ
de�3 4  
Install collar and 
bearing (2x5x2.5) 
into tail blade 
grips.
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Install ball linkage onto both 

blade grips. And install the blade 

grips into tail rotor by hex 

screws. 

Note: Locktite is needed. And 

check the tightness before each 

flight to prevent accident.
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›Oœ• 49
:œ•kƒ›
3žoŸ  4  
 
Install the tail 

gearbox with the tail 

boom and belt like 

photo. 

Note: the belt should 

not alight at this 

stage.



J-TEAM R/C Models  

��������� � ���� �

 
�  46 �  

 

 

 

•‚5.ƒ‡
ˆ4  
Complete the 
installation and 
lock by hex 
screws. 
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5.ƒd—l9:]
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Install the tail rotor blade. 

Note: Direction should be same 

as photo.
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|.œ• … 4  
{LM8N&' @ …
OPQ 4  
9:5.U …	W
XYZ[� 4  

 

Install bushing and bearing into 

the belt pulley, lock it onto the 

main frame.  

Note: The pulley must rotate 

smoothly.
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5. ; bearing 
(3x6x2.5) 
 
Install bearing 
(3x6x2.5) 
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5.  servo mount O  bearing 
(3x6x2.5) 
 
Install servo mount and 
(3x6x2.5) as photo. 
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{LM5N¢0
£4  
 
Lock the anti 
rotation bracket 
with screws.
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Lock previous part with screws as 
photo 
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p  servo mount i�b`a 4  
 
Bottom side of servo mount 
should lock by set screw. 
Note: Tighten the set screw until 
the servo mount fixed. Stop 
tightening after servo mount 
fixed.  
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Install the screws and 

locks on the red circle 

area without tighten them.
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Install bushing as photo. 
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|.0„… 49:
N¨	©„…•
<ªN 4  
 
Combine the main 
gear. 
Note: The cover 
should completely 
install into the gear.
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Install tail boom and 

align the belt 90 degree. 

When the main rotor 

rotate clockwise, the tail 

should rotor 

anti-clockwise if look 

from right side.  

Note: The belt should not rotate more than 90 degree.
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{L
M5
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Install 

main 

gear like 

photo 
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Lock the pin 
on the main 
shaft.
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¡N«¤0* @T`
¤  collar. 
 
ABk¬­�C5N
®¯ 4  
Pull the main rotor until the 

pin totally insert into the main 

gear and then lock collar with 

screw set. 

Suggestion: Install motor 

before this step. 
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5.°±—
9:o�U
�q 4  
 
Combine 
the landing 
skid with 
screws. 
Note: there 
are front 
and back of 
the landing 
skids.
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�]oLM�²³ 4  
 
Front landing skid 
have a ‘F’ on it.
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Back landing skid have 
a ‘R’ on it
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Install the landing screw from top to 

bottom with the frame board.
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Install the back landing skids from bottom to top with 

main frame.
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Lock the frame board with the main frame 

with four screws. 
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Install the verticle fin and lock it with hex screws. 

Adjust the belt tightness and lock the screws of the 

main frame. 
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Mount the stabilizer 

fin on the tail boom as 

photo.
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Lock the stabilizer fin with Philip screws
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Install the canopy mount like the photo.



J-TEAM R/C Models  

��������� � ���� �

 
�  72 �  

|.ƒ¾�mn 4  
Install rudder pushrod and 
linkage.
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Fix the linkage and the 

carbon fiber rod with CA
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Fix the linkage and the 

carbon fiber rod with CA



J-TEAM R/C Models  

��������� � ���� �

 
�  75 �  

{LM¿��2¼
O||. 4  
 
Cut the canopy and 
install with CA
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ÀU•‚L  
Completed 

photo. 
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1. �������� ����� !" band #$%&  

2. '()*+,-. , 2200 rpm /01 ��23  

3. 4567�!89:;<=+,>��  

4. �?@AB�C+D  

5. E�F�GHIJKL  
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[[\]  COMPY300 
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Safety notice before fly����  
1. Find a safety place and no control interference before fly. 

2. The safety headspeed is below 2200rpm, higher than that may cause accident. 

3. Beginner is suggested to ask experienced pilot to help. 

4. Please use legal control equipment. 

5. Please check screws and all setting before fly. 

 

Keep environment clean and safety, be a responsible pilot! 

 

Thank you for purchasing COMPY300 

 


